
ST (standard) HT (high temperature) LLT (Extreme low temperature)
Operating Temperature (°C) ( B )

- 40 to + 80 - 15 to + 150 - 55 to + 80

This data sheet is property of AIR TORQUE S.p.A. Costa di Mezzate - Italy and all rights of use and reproduction are reserved. 
Due to continuous development product data is subject to change without prior notice. 

G1/8"
AA 0

Pressure connection: Port 2 and 4
Ancillary Attachment

Max. Chamber Air Volume (L) Moving Time (Sec.) ( A )

Pressure φ (mm) Opening Closing Opening Closing

D 0,15 D 0,20

S 0,20 S 0,25

Screw stroke Adj.   
OPTIONAL ( C )

45 0,06 0,1See note (C)0°    -    90° 8 bar

Rotation

( For STD ) ( C )

STD OPTIONAL
F04 F03
30 25
42 36

M5x8 M5x8
30 25

D
DS

0,5 0,5
1,5 2

h min.
h1

9x11 - 11x12

Ø d2
Ø d3

/

d4
Ø H

Ch x I min.

ISO 5211

OUTPUT TORQUE FOR DOUBLE ACTING IN Nm
2,5 bar 3 bar 3,5 bar 4 bar 4,2 bar 4,5 bar 5 bar 5,5 bar 6 bar 7 bar 8 bar
0° 90° 0° 90° 0° 90° 0° 90° 0° 90° 0° 90° 0° 90° 0° 90° 0° 90° 0° 90° 0° 90°

D 6,0 7,2 8,4 9,6 10,1 10,8 12,0 13,2 14,4 16,8 19,1

OUTPUT TORQUE FOR SPRING RETURN IN Nm Spring 
Pressure 2,5 bar 3 bar 3,5 bar 4 bar 4,2 bar 4,5 bar 5 bar 5,5 bar 6 bar 7 bar stroke

Spring 0° 90° 0° 90° 0° 90° 0° 90° 0° 90° 0° 90° 0° 90° 0° 90° 0° 90° 0° 90° 0° 90° 90° 0° 
Set Start End Start End Start End Start End Start End Start End Start End Start End Start End Start End Start End Start End

S 1-1 4,3 2,9 3,1 1,7
S 1-2 4,7 2,4 4,8 2,6
S 2-2 4,9 2,0 6,1 3,2 6,6 3,7 7,3 4,4 6,4 3,5
S 2-3 6,6 2,8 7,8 4,0 9,0 5,2 10,2 6,4 8,0 4,2
S 3-3 8,2 3,6 9,4 4,8 11,8 7,2 14,1 9,5 9,6 5,0 0,90

Pressure

8 bar

0,75

APPROX. 
WEIGHT (Kg)

APPROX. WEIGHT (Kg)

0,88
0,89

0,86
0,87


